
REFRI GERATED COUNTER PREP STATI ONS

T A B L E  T O P SANDWICH SHOP
¥Convenient, portable, easy to clean

¥Optional cutting board for sandwiches

¥Easily converts to self-service buffet with Food Guard

¥Holds pans at consistent 33¼ to 41¼F 

Model SKPS12

Model SKPS8
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EXTERIOR Stainless steel.  

INTERIOR Stainless steel with coved corners for ease of cleaning.

INSULATION Environmentally friendly foamed -in-place polyurethane insulation for maximum efficiency, strength and durability.

REFRIGERATION CFC-free refrigerant. Hermetically sealed, self contained system with fan cooled condenser. Cold wall evaporator
and recessed pan design insure 33¼ to 41¼F temperature in pan area. Adjustable temperature control.

ELECTRICAL Standard as 115 volt, 60Hz, 1 Phase operation with 7 foot, three wire power cord with NEMA 5-15 plug. Available
in 230 volt, 50 Hertz. Exterior on-off switch.

LISTINGS ETL (U.S. and Canada), NSF International.

WARRANTY One year parts and labor warranty on cabinet and refrigeration system. Five year warranty on compressor. 

OPTIONS Cutting board, Food Guard, Voltage 

MODELS
SKPS8
SKPS12

EXTERIOR DIMENSIONS
MODEL LENGTH DEPTH HEIGHT PAN CAPACITY COMPRESSOR AMPS SHIPPING WEIGHT

SKPS8 43" 161/ 2" 10" 8Ð1/6TH 432 BTU/HR 1.7 105 lbs

SKPS12 563/ 4" 161/ 2" 10" 12Ð1/6TH 432 BTU/HR 1.9 120 lbs

Specifications subject 
to change without notice.

Dimensions in inches and centimeters

SKPS8 SKPS12 COMMON END VIEW


